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PREPLACED CRYPT SECTION DETAILS

C-511

KEYNOTES                                                                                                                                                          

FINISH GRADE (SEE GRADING PLAN).

FILL MATERIAL TOP LAYER - 4" OF TOP SOIL AT FINISH GRADE.

FILL MATERIAL - 13" MINIMUM APPROVED BACKFILL MATERIAL @ 95% STANDARD PROCTOR DENSITY.

FILL MATERIAL - 3" MINIMUM CLEAN WASHED SAND.

AGGREGATE DRAINAGE FILL, MINIMUM 6" DEEP TOTAL, #57 STONE.

EXISTING SUBGRADE COMPACTED TO 95% STANDARD PROCTOR DENSITY.  GROUND SLOPE IS CONSISTENT

BETWEEN STEPS.

TYP. LAWN CRYPT CENTERED (IN BOTH DIRECTIONS) BETWEEN GRIDLINES (MEASURED AT TOP OF CRYPT).

GRIDLINE (AS SHOWN ON PLANS).

CONSOLIDATED/COMPACTED ROUNDED PEA GRAVEL BETWEEN CRYPTS; ROD AS NECESSARY TO ELIMINATE VOIDS.

NON-WOVEN GEOTEXTILE FILTER FABRIC, MIRAFI 180N OR APPROVED EQUAL.

4" PERFORATED UNDER DRAIN PIPING.  REFER TO LOCATIONS ON PLANS.

LIME STABILIZED SUBSOIL, AS NEEDED PER FIELD INSPECTION PER GEOTECHNICAL CONSULTANT.

GENERAL CRYPT NOTES                                                                                                                               

1. MAINTAINING DEPTH OF COVER OVER ALL CRYPT LIDS IS CRITICAL; CONTRACTOR SHALL PROVIDE THE

MEANS AND METHODS (AS APPROVED BY THE COR)  TO VERIFY DEPTH OF COVER; DEFICIENCIES IN DEPTH

(OR EXCESSES) SHALL BE REMEDIED (TO THE SATISFACTION OF THE COR) PRIOR TO ACCEPTANCE OF CRYPT

INSTALLATION.

2. AREA BETWEEN CRYPTS SHALL BE FILLED AND COMPACTED W/ ROUNDED PEA GRAVEL AS APPROVED (SEE

SPECS).  TO PREVENT SETTLEMENT OF TOPSOIL.

3. REFER TO SPECIFICATIONS REGARDING ALLOWABLE TOLERANCES DURING CRYPT PLACEMENT.

4. CONTRACTOR SHALL PROVIDE:

· THREE (3) CRYPT LID LIFTING APPARATUS

· TEN (10) EXTRA CONCRETE LIDS

· THREE (3) DEVICES TO RETRIEVE AND LOWER THE INSIDE SHELF WITHOUT OWNER ENTERING CRYPT.
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NOT TO SCALE

DOUBLE DEPTH LAWN CRYPT SECTION - STEPPED INSTALLATION @ 7% FINISH GRADE

SECTIONS 25, 27 AND 28 - BASE BID AND ADD ALTERNATES #1 AND #3

C1

C-511

NOT TO SCALE

DOUBLE DEPTH CRYPT SECTION - STEPPED INSTALLATION @ 7% FINISH GRADE

SECTION 24 - ADD ALTERNATE #2

F1
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NOT TO SCALE

DOUBLE DEPTH CRYPT SECTION - STEPPED INSTALLATION @ 5.5% FINISH GRADE

SECTION 24 - ADD ALTERNATE #2F6
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